SURFACE-MOUNTED WASHBASIN COLLARO

PRODUCT INFORMATION

1. POSITION

Model
Collection
PROJECTS
Width
Depth
Weight
description

Tap fitting / Tap hole remark

Overflow remark

material
Specification texts

4A1956
Collaro

B DESIGN
560 mm
360 mm
11,7 kg

TitanCeram

Recommendation: to be installed
with a gap of at least 50 mm
between the washbasin and the
wall

incl. template, fastening set
included

EN 31, EN 14688

Please order non-closable drain
valve separately.

for wall-mounted washbasin mixers
or tall pillar tap fittings, without tap
hole area, when using a wall-
mounted tap fitting, we recommend
a projection of at least 210 mm

without overflow, Please note:
unclosable outlet valve must be
used with models without overflow

TitanCeram

Collaro; Surface-mounted
washbasin; TitanCeram; Size: 560 x
360 mm; Oval; for wall-mounted
washbasin mixers or tall pillar tap
fittings, without tap hole area; when
using a wall-mounted tap fitting, we
recommend a projection of at least
210 mm; without overflow; Please
note: unclosable outlet valve must
be used with models without
overflow; Recommendation: to be
installed with a gap of at least 50
mm between the washbasin and the
wall ; incl. template, fastening set
included; EN 31, EN 14688; Please
order non-closable drain valve
separately.

COLOURS
White Alpin 4A195601 4051202728663
White Alpin CeramicPlus ~ 4A1956R1 4051202728670

Stone White CeramicPlus ~ 4A1956RW 4051202849726
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